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Quickly layout and produce drawings for your bending applications! 
Ideal for use with A40/P two axis positioner.

Ercolina® CD-ROM - Bending Software
• Reduces layout cost
• Helps eliminates unnecessary material scrap
• View parts before bending
• Previous layout and design experience not required
• CD-ROM Windows® 95 or higher required
• Mouse pick points allows dimension placement 
• Dimensions with decimals or fractions
• Rotate parts in 3D dynamically
• Part programs can be stored for later use
• Information material data base included
• CLR or inside radius (adjustable for each bend)
• Bend allowance & K-factor available
• Creates printable dimensioned model, shaded model, flat layout & title block
• Flat development for cut length & blending locations
• Can be dimensioned from start of bend, end of bend & center of bend, or either direction
• Flat includes bending data, such as, bend angles, CLR or inside radius, rotation angle & bend order
• Preferences; colors, text sizes & arrow sizes are saved in user definable data bases

Part# PARBENSWSEUD

Dimensions & Specifications
 Height 43ǌ
Length 110ǌ
Width 32ǌ
Material Capacity ½ǌ ~ 2Ȩǌ
Chuck Rotation 360°
Weight 180 lbs.

Features
ǒ  Accurately controls linear distance between bends and rotational 

plane of bend
ǒ  Adapts to Ercolina® Megabender® 030, TB76, TB60, 050KD,

Super Bender® and SB48 machines
ǒ  Pneumatic work holding chuck secures material and rotates 0-360°
ǒ Accommodates material lengths up to 10ǋ
ǒ  Chuck activation valve conveniently positioned near operator and 

machine controls
ǒ  Includes: four (4) sets of chuck jaws for material ½ǌ to 2Ȩǌ, six (6) 

adjustable linear and rotary chuck stops
 Note: Positioner not intended for solid profiles
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